UPS

AJ 300

Series
10 - 80 KVA

On-Line

Low Frequency
3PH/3PH
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Technical Specifications

Power (KVA/KW)

15/12 | 20/16 | 30/24 | 40/32 | 60/48 | 80/64

380 £ 15%

Voltage (VAC)

Frequency | 50 Hz (60 Hz on request) il sl
Sync Frequency | 50 Hz + 10% IR

S 3
Phase Three Phase : Four Wire + PE 58
Phase Three phase HE
Voltage (Vac) | 380 /400 = 1% , 3Phase + N sy asels
Frequency (Hz) | 50 Hz (60 Hz on request) LS8 aals
Wave Form | Pure Sine Wave, THD < 3% (Linear Load) g S
Voltage Stability < 2%, allow 100% unbalance 5ty s labs

\Voltage (Vdc) 360 e
Battery Type | 30 x 7 Ah 12V 55b £o
Charging 10 10 10 12 15 | 15 | 16 s . S0
current(A)max . |k
| . _ JJ
Battery Testing Automatically alarm and estimate battery status in battery abnormal &5l s
status

Manual Bypass Yes i o 16l
Communication Port | RS232/RS485 , Dry Contact (MODBUS and SNMP adaptor are optional) bls )l o5,
Display | LCD Displays Input Voltage, Output Voltage, Load Capacity, Battery SEtsles
| \oltage, Etc. LED indicates running status
Alarm Overload, Abnormal AC input, Low battery, UPS failure YRR
Protection | Low battery, Overload, short-circuit and over temperature, output la ladloe
| Low Voltage, Output Over Voltage
Noise (dB) < 56 <60 (T agl
Temperature | 0 ~ 40°C | 3,515 gled
Humidity | 90% Max |
Dimensions (mm) | 1145 x 485 x 675 | 1400 x 710 x 800 sl
Weight (kg) | 235 250 266 | 322 484 562 620 7
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